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A602 to A067 : Sample 

splitters (Riffle boxes) 

STANDARDS : EN 933-3 | ASTM C136, 702 | NF P18-553 | UNI 

8520 | AASHTO T27, T87 | BS 812:1, 1377:2, 1924:1 | UNE 83120 

 Used for splitting materials such as aggregates, sand, gravel and similar into 

two representative portions. Painted or stainless steel made, they are supplied with 

two collecting pans. 

Model  Material Steel  Slot width  
Max. Size 

sample (mm) 
Slot number  Weight (kg) 

Spare collecting 

pan 

A062  Stainless  1-4” - 6.3 mm  5 12 0.8 A062-02  

A063 Stainless  1-2” - 12.7 mm  10 12 1.2 A063-02  

A064 Painted  3-4” - 19 mm  13 12 11 A064-02  

A065 Painted  1” - 25.4 mm  20 12 11 A065-02  

A065-01 Painted  1 1-2” - 38 mm  25 8 11 A065-02  

A065-03 Painted  = = - 45 mm  35 8 12 A065-04 

A066 Painted  2” - 50.8 mm  40 8 13 A066-02  

A067 Painted  2 1-2” - 63.5 mm  50 8 18 A067-02  

A063 & A062 A064...A067 


